
Inkfinity Instructions for SG 3110DN

NOTE：Must be carried out strictly in accordance with the 
instructions of ink replacement

  

 

 

 

  

 

 

 

  

 

 

 

1. Printer Set For Sublimation 

2. Install The ICC Profile

3. PS Print Set

4. Ink Replacement



Printer Set for Sublimation
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The following instructions will demonstrate how to configure the Ricoh SG 3110DN printer driver 
to print using the Inkfinity Ricoh SG 3110DN WinProfile.

1.)	 To begin, click your Start icon and select Devices and Printers (see FIGURE 1). If you are using an 
older version of Microsoft Windows, you will instead select Printers and Faxes.

NOTE:	 You can also access the Ricoh SG 3110DN Printing Preferences window by clicking 
“Print Properties” or “Print Preferences” within the print window of your graphic design 
software.

FIGURE 1

2.)	 In the Devices and Printers folder, right-click on the RICOH AficioSG3110DN RPCS-R printer driver 
icon and select Printing Preferences (see  FIGURE 2). This will open the Printing Preferences window 
(see FIGURE 3).
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FIGURE 2
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3.)	 Click the Detailed Settings tab and then click the Paper icon. Finally, match your settings to those 
shown below: (see FIGURE 3)

FIGURE 3

A.	 Input Tray: Auto Tray Select

B.	 Paper Type: Inkjet Plain Paper

C.	 Check Quick Paper Feed
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4.)	 Click the Edit icon and scroll to the bottom of the settings window (see FIGURE 4).

FIGURE 4
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FIGURE 6
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a. Image Position: Center

b. Click OK to continue

B.	 Click Set Image Position (see FIGURE 5). Match your settings to those shown below (see 
FIGURE 6).

5.)	 Match your settings to those shown below: (see FIGURE 5)

FIGURE 5

A B

A.	 Printable Area: Maximum
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E.	 Click Register Current Settings (see FIGURE 7). Name your new preset and click OK to 
continue (see FIGURE 8).
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FIGURE 8

F.	 Click OK to complete the configuration (see FIGURE 7)

Congratulations!  The Inkfinity Ricoh SG 3110DN WinProfile configuration is now complete. Please 
proceed to the Print Setup Guide that corresponds with your printer model and graphics software.

6.)	 Click the Print Quality icon and match your settings to those shown below: (see FIGURE 7)
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FIGURE 7

A.	 Select Print Quality: Quality Priority

B.	 Dithering: Use error diffusion: photo(image)

C.	 Color Profile: Off

D.	 Gray Reproduction: CMY + K
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Install the Icc Profile

1. Choose the RICOH3110DN_DNW_inkfinity_1.0 3.1 ICC Profile

2. Right click the Install Profile
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Ricoh SG 3110DN - WinPro ile
Setup and Print Guide: Photoshop 
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IMPORTANT: Before proceeding, please ensure the correct Ricoh (OEM) printer driver and Inkfinity 
WinProfile have been installed. For assistance with driver and profile installation, refer to the Installation 
Guide.

 NOTE: Your screens and menus may differ depending on the version of software and operating system 
 you are using. However, the settings will be the same.

Photoshop Workspace Setup 

1.)	 Begin by opening Photoshop. In the menu bar, click Edit > Color Settings (see FIGURE 1).  

FIGURE 1

2

1

Page 6 of 19 



PAGE 2 of 6 >>

B.	 RGB: Adobe RGB (1998)

2.)	 In the Color Settings window, match your settings to those shown below (see FIGURE 2).

FIGURE 2
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C.	 CMYK: U.S. Web Coated (SWOP) v2

A

A.	 Settings: Custom

D.	 Gray: Dot Gain 20%

E.	 Spot: Dot Gain 20%

F.	 RGB: Convert to Working RGB

C
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E

J

H

G.	 CMYK: Preserve Embedded Profiles

H.	 Gray: Preserve Embedded Profiles

K

O

P

N
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P.	 Click OK to complete setup (see FIGURE 2)

FIGURE 3

2

1

J.	 Missing Profiles: Check Ask When Opening

I.	 Profile Mismatches: Check Ask When Opening and also check Ask When Pasting

K.	 If Conversion Options are not visible, click More Options

L.	 Engine: Adobe (ACE)

M.	 Intent: Perceptual

O.	 Once your settings match, click Save. This will open the Save window (see FIGURE 3).   
NAME your new preset in the File Name field and click Save when complete.

N.	 Check Use Black Point Compensation
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3. At the top of the application click File > New… (Ctrl+N).  In the New Document window, match your
settings to the ones show below (see FIGURE 4).

A.	 Color Mode: RGB Color

FIGURE 4

C.	 Color Profile: Adobe RGB (1998)

D.	 Click OK to save your changes and continue

4. When opening or importing images in Photoshop, you may encounter an Embedded Profile Mismatch
warning. In this instance, select the radio button for Convert document’s colors to the working space.
Click OK to continue (see FIGURE 5).

FIGURE 5

NOTE:	 Always choose to use or convert to Adobe RGB (1998).
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B.	 Click the down arrows next to Advanced to view Color Profile:
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5. Once an image has been opened or imported in Photoshop, you will need to ensure that RGB color mode
has been selected.  In the menu bar, click Image > Mode > RGB Color. A check mark should now be
visible beside RGB Color (see FIGURE 6).

FIGURE 6

Printing from Photoshop with the Ricoh SG 3110DN
6.)	 With the correct color settings entered, you are now ready to print. In the Menu Bar, click File > Print. In 

the Print window, match your settings to those shown below (see FIGURE 7).

FIGURE 7

B.	 Click the drop-down arrow to view Color Management options

A.	 Printer: RICOH AficioSG3110DN RPCS-R
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C.	 Color Handling: Photoshop manages colors

I

D
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D.	 Printer Profile: Select the appropriate ICC profile for your printer.

F.	 Rendering Intent: Perceptual

G.	 Check Black Point Compensation

H.	 Click Print Settings (see FIGURE 7). This will open the Properties window (see FIGURE 8).

a

	

	

 b
 FIGURE 8

 a. In the Properties window, click your previously saved setting. In our example we used
 Sublimation.

 NOTE: If your previously saved setting is not visible in the drop-down menu, refer to 
 the Configuration Guide.

 b. Click OK to continue

I. Click Print when you are ready to print your image (see FIGURE 7)

Congratulations!  Photoshop setup is now complete. Remember to select the RICOH AficioSG3110DN 
RPCS-R each time you are ready to print.

NOTE:	 If the profile is not visible in the drop-down menu, try restarting Photoshop. If the 
profile is still missing after restarting Photoshop, refer to the Installation Guide.

E.	 Select: Normal Printing
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Replacing ink in Windows XP 

1. Save the files (colors) to your Desktop or to an easily located folder. You need to download and

print the files for the four color(s)

 Change ink image file 

2. Open the Start Menu and select the Control Panel.

3. Select Printers and Faxes.

4. If you do not see this, on the left of the screen, click to Switch to Classic View, then

select Printers and Faxes.
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5. Right click the PowerDriver , select Printing Preferences.

6. Select File Spooler.
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7. Use copy paper (not transfer paper) in the printer, in the following window, press the

Browse button and locate/select the PRN file(s) you downloaded.  Then, choose the

number of copies and then click to Spool File.

Replacing ink 

Start with 20 copies for each color channels. After 20 prints, print an image and transfer to check that all old 

inks have been replaced. If the image color is right, then the process is completed.  If not, repeat the PRN 

steps above but choose only 2 pages at a time and test again for a successful transfer.  Repeat for all color 

channels until you get the desired results.

NOTE: Use PS to print a image you have to set the printer

and install the icc profile（RICOH3110DN_DNW_inkfinity_1.0 3.1） 
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Replacing ink in Windows 7 

1. Save the files (colors) to your Desktop or to an easily located folder. You need to download and

print the files for the four color(s)

 

  

 Change ink image file Change ink image file 

2. Once each file is saved, it will need to be extracted. Start by double-clicking on the file and 

 then click "Run."

3. Make note of the Extract to: destination folder (Desktop in this example).  If a different folder

destination is needed, click the ellipses button circled above and select the desired

folder.  Click Extract

4. Open the Start Menu, Control Panel.
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Administrator
打字机
Change ink image file



5. In the 'View by' dropdown select small icons.

6. Select Devices and Printers.

7. Right click the PowerDriver , select Printing Preferences.
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8. Select File Spooler.

9. With regular paper (not transfer paper) in the printer, in the following window, press

the Browse button and locate/select the PRN file(s) you downloaded.  Then, choose the

number of copies and then click to Spool File.

NOTE: Use PS to print a image you have to set the printer

and install the icc profile（RICOH3110DN_DNW_inkfinity_1.0 3.1） 

Replacing ink 

Start with 20 copies for each color channels. After 20 prints, print an image and transfer to check that all old 

inks have been replaced. If the image color is right, then the process is completed.  If not, repeat the PRN 

steps above but choose only 2 pages at a time and test again for a successful transfer.  Repeat for all color 

channels until you get the desired results.
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Replacing ink in  Windows 8 

 1. Save the files (colors) to your Desktop or to an easily located folder. You need to download and

 print the files for the four color(s)

 2. Change ink image file 

Open the System Menu by pressing the Windows button ( ) on your keyboard and "X" 
simultaneously.  Select Control Panel. 

3. In the 'View by' dropdown select small icons.

4. Select Devices and Printers.
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5. Right click the PowerDriver , select Printing Preferences.

6. Select File Spooler.

NOTE: Use PS to print a image you have to set the printer

and install the icc profile（RICOH3110DN_DNW_inkfinity_1.0 3.1） 

Replacing ink 

Start with 20 copies for each color channels. After 20 prints, print an image and transfer to check that all old 

inks have been replaced. If the image color is right, then the process is completed.  If not, repeat the PRN 

steps above but choose only 2 pages at a time and test again for a successful transfer.  Repeat for all color 

channels until you get the desired results.
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