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A4 WHITE TONER LASER TATOO PAPER

Peel off the adhesive film.

      Tatoo Paper 
Blank Side

Peel out a small portion of the  
backing paper from Paper B  

(Adhesive Sheet) and paste the  
adhesive side onto the Tattoo Paper A. 

Laser Tattoo Paper A Laser Tattoo Paper B

Adhesive Side

Backing Paper

Scrape the adhesive film gently 
using a flat object (e.g. credit card 
etc...) to transfer the glue onto the 

Tattoo Paper A. The other hand pull 
away the backing paper smoothly. 

Load Tattoo Paper A to print 
(Blank side facing up), 

Graphic in Mirror Image

Trim away the edge as close as 
possible.

Tattoo transfer done!
Do not rub it, wait for it to dry 

naturally.

•	 Fan Laser Tattoo paper to ensure they are loose before  
	 loading for print.

•	 Use the Multi-function or Bypass tray.

•	 Do not stack more than 10 sheets at a time.

•	 Ensure all sheets are stacked with the stripped edge on one  
	 side.

•	 Print in Mirror Image 

•	 Set Paper Type: Label, Transparency or Heavy paper.

•	 Open the feed option from the back of the printer to avoid  
	 paper jam if applicable.

Print on Laser Tattoo Paper A Gently remove all air bubbles

Flip over and paste it on the skin, 
wet with water, press on it for a few 

seconds, peel off the Tattoo Paper A.

For oily skin please wipe with water and dry the skin before transfer; Do not apply on sensitive skin.
Do not scratch during bathing, Tattoo print usually can last upto 5 - 7 days. Apply Cleansing Lotion to remove.

For design with White colour on human skin only
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